While Building Identification Signs do not require highly reflective materials, they should be designed with maximum contrast between the letter forms and the background for improved readability.

**One-or two-sided, non-illuminated Building Identification Sign**

Painted aluminum post and panel with vinyl copy and graphics. The facility's street address number is located on the bottom right corner of the sign face.

Typeface (Penumbra 450/750)
Examples of various layouts for Building Identification signs. Two typical cap heights are as shown 3 1/4" minimum and 4" maximum.

---

**ENVIRONMENTAL SAFETY STORAGE**

**BOOKSTORE CENTRAL GROUNDS PARKING**

**MECHANICAL ENGINEERING BUILDING**

**FAC INFRASTRUCTURE**

**OLSSON HALL**

---

**SIGN TYPE (VARIOUS)**

**BI.1b**

Paint Colors

- Vinyl Spec

- 3M product matching

- Bright Orange

- Light Navy

- Dark Grey

- Matte White
One- or two-sided, non-illuminated Parking Garage Identification Sign
Painted aluminum post and panel with vinyl copy and graphics.

UVA Visitor Parking symbol shall be placed atop the sign face as shown.

Typeface (Penumbra 450/750)
Building Identification Signs for Health Sciences Center require internal illumination, and should be designed to light up after dark.

One-or two sided, internally illuminated sign with painted aluminum posts and panels. Internally illuminated copy and graphics are to be cutout and push-through white acrylic. Footer of sign is to be non-illuminated with vinyl applied copy and graphics.

Typeface (Penumbra 450/750)

Scale: 3/4" = 1'

<table>
<thead>
<tr>
<th>Paint Colors</th>
<th>Vinyl Specs</th>
</tr>
</thead>
<tbody>
<tr>
<td>781, 281</td>
<td>3M product</td>
</tr>
<tr>
<td>Hedron</td>
<td>matching Light</td>
</tr>
<tr>
<td></td>
<td>Navy</td>
</tr>
<tr>
<td>3M product</td>
<td>matching Med</td>
</tr>
<tr>
<td>matching Light</td>
<td>Navy</td>
</tr>
</tbody>
</table>

Exterior Signage Standards Manual
April, 2000 (Revised Aug. 2003)